
DIGITAL VIDEO ENCODER/DECODER
VCS-1010 Series

Digital Compression & Transmission of Video (4 Data Sub-channels)
Synchronous RS-422 Format
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FEATURES

• Digitizes and compresses video
input for transmission in
synchronous EIA-422 format 
(EIA-530, V.35 compatible)

• 4 RS-232/RS-422 bi-directional 
data channels available 
(data rate programmable)

• 4:1 switching capability

• Data rates to 2.0 Mbps

• ITU-T H.261 (p x 64) encoding

• NTSC, PAL, Y/C (S-VHS)

• Frame rate to 30 frames per second

• Spatial resolution to 720 x 625

• Separate filtering and processing for
luminance and chrominance signals

• -20o to +70oC

• Encoders and Decoders individually
addressable

• Industrial packaging

• Self-contained with all  processors
on-board (no computer motherboard)

• Simple user interface via Windows 95
program

• Extensive diagnostics via 
80 character LCD display, including
frame rate and device temperature

• 8-28 VDC or 8-20 VAC
(110 VAC, 220 VAC or -48 VDC optional)

• 2 units mount side-by-side in 
19” rack (2 high)

APPLICATIONS

• T1, fractional T1, E1, fractional E1
networks

• High speed digital backbones
requiring low data rate digital video
interface

• Remote video surveillance over
telephone network

• Highway/traffic monitoring

• Mass transit systems

• Telemetry

• OEM Interfaces

TYPICAL CONFIGURATION

Further information available at www.coretec.com




